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ARSINDO DEWATERING PONTOON-2023-R2 

PD 100 
300 m3h /102 meter /1900 rpm 

General Drawing: 

 
 

 
 
 

Size     : 6x4 

 
 
 
Impeller              : High Chrome 

 
 
 
Seal       : Gland seal 

Type   : E / EE Solid max           : 35 mm Vane Ø : 545 mm 

PERFORMANCE CURVE 

VIZ PUMP 
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ARSINDO DEWATERING PONTOON-2023-R2 
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ARSINDO DEWATERING PONTOON-2023-R2 

PD 150 
600 m3h /100 meter /1500 rpm 

General Drawing:  

 
 

 
 
 

Size     : 8X6 

 
 
 
Impeller              : High Chrome 

 
 
 
Seal       : Gland seal 

Type   : FF M-AH Solid max           : 62 mm Vane Ø : 545 mm 

PERFORMANCE CURVE 

VIZ PUMP 
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ARSINDO DEWATERING PONTOON-2023-R2 
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ARSINDO DEWATERING PONTOON-2023-R2 

PD 200 
800 m3h /125 meter /1600 rpm 

General Drawing: 

 

 
 

 
 
 

Size     : 10X8 

 
 
 
Impeller              : High Chrome 

 
 
 
Seal       : Gland seal 

Type   : FF M-AH Solid max           : 62 mm Vane Ø : 570 mm 

PERFORMANCE CURVE 

VIZ PUMP 
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ARSINDO DEWATERING PONTOON-2023-R2 
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ARSINDO DEWATERING PONTOON-2023-R2 
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ARSINDO DEWATERING PONTOON-2023-R2 

PD 150 with : 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

10 

 

ARSINDO DEWATERING PONTOON-2023-R2 
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ARSINDO DEWATERING PONTOON-2023-R2 

Features : 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

HORIZONTAL SLURRY PUMP 
SLURRY PUMP TYPE 

- Double Heavy Duty Housing Impeller 
- High Efficiency Transfer of Abrasive 
- High Density Slurries with Extended wear life 
- Reliable service intervals 

POWER ENGINE DIESEL 
BAUDOUIN/ JOHN DEREE/ EQ 

- 1500 – 2300 Rpm 
- In-line 4-6 cylinders 
- 12-24 V 

 

SKID 
Arsindo Design 

- Fabricated structure steel 
- 2000 Liter fuel capacity 
- Fuel Penetrant Test  
- Fuel Pressure Test 

PONTOON 
Arsindo Design 

- Fabricated structure steel 
- Safety Railing 
- Penetrant Test  
- Marine Painting  

PRIMING SYSTEM 
Compressor Vaccum System/ Vaccum Pump System 

- Variable Working pressure 
- High Efficiency for priming 
- Low Cost 
- Variable Compressor Speed adjust with magnetic clutc 
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ARSINDO DEWATERING PONTOON-2023-R2 

Component  : 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Boom 

Lifting Roof 

Discharge pipe and Acc 

Water Separator 

Vaccum Tank 

Jib Crane 

Strainer 

Panels Control 



 

 

13 

 

ARSINDO DEWATERING PONTOON-2023-R2 

 

 

 

 

 

 

  

  

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

  

 

Live Engine Control 

Remote Engine Diesel Control Engine Diesel Maintenance 

Fuel Consumption Monitoring Remote Emergency Handling 
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ARSINDO DEWATERING PONTOON-2023-R2 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ADDITIONAL UNIT FOR MINING 

Slurry Booster as 

supporting primary 

pontoon to transfer 

water or slurry water for 

dewatering process 

 

Arsindo can Build 

Booster with cluster or 

portable SKID booster 

SLURRY BOOSTER 
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ARSINDO DEWATERING PONTOON-2023-R2 

 

 

             Contact Person 

  

 

 

            +61 21 8263 1685 

          www.ptarsindo.com 

 

WORKSHOP #1 

Jl. Bawang Raya No. 54B 

Cimuning, Mustika Jaya, Kota Bekasi 

 

WORKSHOP #2 

Jl. Burangkeng 

Cimuning, Mustika Jaya, Kota Bekasi 

http://www.ptarsindo.com/

